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DAB+/DMB Transmitter VHF, Series 5000

Type: DTR 5502.B 0X 1S CI

Compact design

Single Drive System

Integrated air cooled amplifier

Output power before filter: 250 W

General Data

Standard

Mode              

Modulation          

Network   

Guard Intervall    

  

Bandwith                                     

Shoulder distance  

MER   

Inputs

Frequency accuracy    

Integrated GPS Receiver    

Adaptive precorrection                             

                                 

DAB+/DMB

I, II, III, IV

DQPSK

MFN, SFN

~1/4

1.536 MHz

> 38 dB before filter

> 25 dB

2 x ETI, 2 x EDI

3 x 10E-8/a (free running)

optional

included

174 MHz - 230 MHz

250 W

up to 39%, typical >35%

0.72 kW (cos phi >0.9)

0.47 kW

0 kW

16 A

3 x 2.5 mm²

Air

4 m³/min

+5 to +45 °C

230V/ +/- 15%

N

483 x 88 x 583 mm

16 kg

                                           

Transmitter Data

Frequency range                            

Output power before filter        

Efficiency incl. Cooling                 

Power consumption incl. cooling 

Dissipation into the room (approx.)

Dissipation to outside (approx.)

Recomm.  ext. fuse                     

Recomm. mains cable           

Cooling medium                        

Air flow

Ambient temperature            

Mains supply                             

RF output connector                 

Dimensions (w x h x d)                 

Weight (approx.)                          
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LAN

192.168.205.1

 

10 MHz       1PPS       ASI/ETI TSoIP/EDI RF/TEST

Vcc    µP OK
Output Power                         Return Loss

250 W                                 28 dB

Frequency                              Channel

197.648 MHz                             CH8B

Active           Fault         Warning        Reflexion
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DTR5502

LOW POWER TRANSMITTER


